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Non-Hermitian engineering of
single mode two dimensional
laser arrays
Mohammad H. Teimourpour1,2, Li Ge3,4, Demetrios N. Christodoulides5 & Ramy El-Ganainy1,2
A new scheme for building two dimensional laser arrays that operate in the single supermode regime
is proposed. This is done by introducing an optical coupling between the laser array and lossy pseudoisospectral chains of photonic resonators. The spectrum of this discrete reservoir is tailored to suppress
all the supermodes of the main array except the fundamental one. This spectral engineering is
facilitated by employing the Householder transformation in conjunction with discrete supersymmetry.
The proposed scheme is general and can in principle be used in different platforms such as VCSEL arrays
and photonic crystal laser arrays.
Over the last two decades, vertical cavity surface emitting lasers (VCSEL’s) have become a mature technology that
finds several different applications1,2. The output power of a VCSEL laser is proportional to the area of its active region.
Increasing the emission power can be thus achieved by building large area VCSELs. This however introduces some
difficulties such as filamentation3 and multimode operation4–7. An attractive alternative is to build an array of coupled
VCSEL lasers. If all the elements in the array lase in the same phase, the output intensity at the focus of the emitted laser
beam can be enhanced by a factor proportional to the square of the number of the individual elements constituting the
array. Today, VCSEL laser arrays can provide up to several watts of output powers and play an important role in many
applications in industry, communication networks, and multimedia to just mention a few1. Despite this tremendous
success, laser arrays in general suffer from multimode operation. While several techniques for eliminating longitudinal
modes of individual resonators exist8–11, suppressing the transverse supermodes is by no means an easy task3–6. This
can be explained by noting that these supermodes arise as a result of eigenfrequency splitting introduced by the coupling between the individual laser resonators. Given that the discrete spectral band associated with these supermodes
is usually smaller than (or comparable to) the spectral gain bandwidth of typical semiconductor active media, lasing
competition between these eigenmodes takes place. This can lead to a multimode operation that affects the stability of
the laser output power as well the quality of the emitted laser beam12. While nonlinear gain saturation might favor some
modes over others, a lack of precise control over the operation of these laser systems can present a practical challenge.
Recently, a technique based on discrete supersymmetry (DSUSY)13–17 was proposed in order to solve similar
problems for one dimensional (1D) laser waveguide arrays18. In that work, a pseudo–isospectral array, generated
through DSUSY, was employed as a reservoir that spoils the quality factors of all higher order transverse supermodes while at the same time leaving the fundamental supermode intact. This was possible primarily owing to
a particular feature of DSUSY: the effective Hamiltonian matrix describing a 1D array with nearest neighbor
coupling (NNC) is symmetric and tridiagonal and can be thus used with DSUSY to engineer a pseudo-isospectral
reservoir18. Despite the appeal of this technique, it cannot be applied for two dimensional (2D) laser arrays for
the following reason: unlike their 1D counterparts, 2D arrays cannot not be represented by a tridiagonal matrix.
Thus, blindfold application of 1D DSUSY to the effective Hamiltonian matrix of a 2D array results in a reservoir
with complicated higher order couplings beyond NNC, which is not practical to implement. Thus, the following
question naturally arises: can one find a variant of 1D DSUSY that can be applied to 2D systems? In other words,
can we engineer an implementable pseudo-isospectral reservoir that has an identical spectrum of a 2D laser array
except for the fundamental supermode, in order to eliminate the multimode dynamics and achieve only single
mode laser emission (as depicted schematically in Fig. 1)? In this work we provide an answer to this question by
using the Householder transformation method19 in conjunction with discrete supersymmetry18. In particular, starting
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Figure 1. (a) Schematic illustration of a 2D laser array coupled to an optical reservoir that is engineered to
suppress higher order modes and that allows only for single mode operation. (b) Eigenvalue spectra of the laser
array and the reservoir. All the eigenfrequencies of both subsystems are matched except the fundamental one
(indicated by red thick line). By introducing an optical coupling between the laser array and the reservoir, it is
possible to suppress all the higher order lasing modes.

from the banded matrix that describes the 2D laser array, we first use the Householder method in order to obtain an
isospectral tridiagonal matrix that can be implemented by a 1D chain of coupled resonators with only NNC. Note that
due to the spectral degeneracies of 2D systems, and since degeneracy is not permitted in 1D systems20 (see section A
of the supplementary material), the resultant isospectral 1D array will in general consists of a union of two different
isolated chains. In terms of matrices, this means that applying the Householder transformation to a banded matrix
that represents a 2D array will yield a tridiagonal matrix that exhibits several block diagonals, each of which has a
non-degenerate spectrum. The next step is to apply DSUSY transformation to the 1D chain in order to create an auxiliary structure that shares all the eigenfrequencies of the original laser array except that associated with the fundamental
supermode. By introducing optical losses to this 1D discrete reservoir (consisting of several independent 1D chains)
and by engineering its coupling to the original 2D laser array, the quality factors of the higher order supermodes of
the main 2D laser array are spoiled and as a result, their lasing thresholds are increased, all while leaving the lasing
properties of the fundamental mode (threshold and profile) almost intact. Finally, by using the results of the last step
as an initial starting point and by considering laser rate equations and assuming fast carrier dynamics, we optimize the
design in order to achieve the desired performance under gain saturation nonlinearity-a model that has been shown to
yield good results for analyzing PT symmetric lasers21,22. These steps are summarized by the flowchart shown in Fig. 2.

Single mode operation in uniform square laser arrays

The Householder-DSUSY technique described in the introduction is very general and can be applied to any array
topology. However, here we focus on square arrays due to their simple practical feasibility. In particular, we deal
in this section with uniform square arrays having N ×  N optical cavity elements. Within the framework of coupled
mode theory and before or just at lasing threshold where the system is linear:
i

dam , n
dt

= (ωo − iγ + ig )am , n +

′ ′

∑ k mm,n,n am′,n ′

m′, n ′

(1)

In equation (1), am,n is the optical field amplitude in the cavity element characterized by the integer indices m
and n, ωo is the uniform resonant frequency resonant modes of each isolated optical cavity, γ and g represents the
′ ′
optical loss (radiation and material ) and gain, respectively while k mm, n, n are the elements of the coupling matrix
which are finite only for next neighboring coupling and zero otherwise and t represents time. In the model
described by equation (1), we have neglected diagonal coupling between the resonators as well as other higher
order couplings beyond NNC. This treatment is justified, for example, for closely packed cylindrical VCSEL
arrays, with the radius r of each cavity being much larger than their spacing d. As such, the diagonal distance
between two cavities 2( 2 − 1) r + 2 d is also much larger than d, indicating a negligible diagonal coupling
when compared with NNC. We note however that our proposed method can be still applied without any restrictions if higher order couplings are taken into account.
Equation 1 can be recast in a Hamiltonian form:

da

i
= Ha,
(2)
dt

T
where a = [a1 a2 al  aN 2 ] is the optical amplitude vector and T denote matrix transpose. The subscript l in al
is related to the double indices notation by l =  N ×  (m−1) +  n. Note that, written in a frame rotating with an
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Figure 2. A flowchart that illustrates the main steps for designing 2D single mode laser arrays based on
Householder transformation in conjunction with discrete supersymmetry techniques.

angular velocity of ωo, the diagonal elements of the Hamiltonian matrix H contain only imaginary numbers that
represent the optical loss of each cavity. As we have discussed earlier, since H describes a 2D array, its structure is
not tridiagonal. Thus the DSUSY method used in ref. 18 cannot be applied here to achieve single mode lasing.
However, this difficulty can be overcome by first applying the Householder transformation to generate a tridiag, which is isospectral to H ref. 23 and can be then used in conjunction with DSUSY to engineer the
onal matrix H
quality factors of the higher order modes in order to ensure single mode operation.
Based on our discussion so far, one might anticipate that the reservoir should at least consist of N2−1 optical
resonators in order to “kill” all the higher order lasing eigenmodes. However, this is not necessarily correct since,
unlike 1D arrays, 2D structures can exhibit spectral degeneracies. In particular, as we show in supplementary
material, the spectrum of a 2D N ×  N uniform square array consists of (N2 + 2)/2 distinct eigenvalues when N is
even and (N2 + 1)/2 distinct eigenvalues when N is odd. As we will see, this feature can be employed to simplify
the reservoir structure. Finally, we note that in the absence of any applied gain, the combined laser and reservoir system is described by an equation similar to (2) except that the amplitude vector now contains the field
amplitudes in the laser array as well as the reservoir chains. Additionally, the Hamiltonian of the total system
HSR will also contain information about the system, reservoir and their interactions. If the reservoir consists of M
resonators, HSR will have N2 +  M different eigenmodes, each of which will vary as exp (−iΩpt) with p =  1, 2, ….,
N2 +  M. The real part of Ωp represents the oscillating frequency while its imaginary part indicates the modal loss
coefficient. As gain is applied to the system, the imaginary parts of the eigenvalues Ωp will be in general shifted
upward and the mode with the minimum imaginary part will start to lase first. Without the reservoir, even when
the fundamental mode is the first mode to lase, other modes follow suit shortly above its threshold, resulting in
multi-mode lasing instead of single-mode lasing. The role of the reservoir thus is to shift down the imaginary
parts of all Ωp before the gain is applied (“Q-spoiling”), except the fundamental mode. For simplicity, we will
denote the complex eigenfrequency of that fundamental mode by Ωf = ΩR +  iΩI, where ΩI < 0 before lasing and
ΩI = 0 at the lasing threshold.
In what follows we illustrate the power of our proposed method for eliminating the higher order lasing modes
by considering two different examples of 2D uniform square laser arrays that consist of 3 × 3 and 4 ×  4 coupled
lasing elements respectively.
It is important to note that in all our studies we assume that only the optical resonators that comprise the main
laser array are pumped. This configuration can be easily achieved in systems that rely on either optical pumping24
or electric pumping25.
Finally, and before we move to specific numerical examples, we note that in all the following, we have rounded
all the resultant numbers for the frequencies and coupling coefficients that results from the procedure described
in Fig. 2 to the first decimal points whenever appropriate.

Example I: 3×3 laser array.

Here we consider a square laser array consisting of nine identical resonators
arranged on a square grid. At the lasing threshold, the system is linear and can be described by equation (2).
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Figure 3. (a) Schematic illustration of a 3 × 3 laser array (red cavities) coupled to a reservoir that consists of five
optical cavities (blue). All the eigenfrequencies of the individual photonic resonators and the coupling
coefficients (which are all identical) are depicted on the same figure. Note the procedure described in Fig. 2
yields only the reservoir chain at the bottom and the single resonator at the top. The extra cavity at the right side
is added to optimize the performance. (b) Eigenvalue spectrum of the laser array alone in the absence of the
∼
reservoir (square red marks) as well as that of the combined system (blue circle marks). In (b) Ω = Ω p /κ, and as
mentioned in the text ω0 was taken to be zero. We have assumed that the optical loss coefficient of each cavity in
the reservoir to be γR =  0.5.
We focus here on uniform arrays and we assume a normalized value for the coupling and loss coefficients of
κmn =  κ =  1 and γ = 0.1, respectively. This structure exhibits five distinct eigenvalues (see supplementary material) and thus, in principle only four auxiliary resonators are required in order to achieve single mode lasing. By
applying the general recipe for achieving single mode operation as discussed above (see Fig. 2), we obtain two
independent, one dimensional chains of optical resonators (one of them consists of just one element). However,
by investigating the resultant structure, we found that it is necessary to include an additional resonator in order to
achieve single mode operation. This can be attributed to the fact that matching the eigenfrequencies of the laser
array and the reservoir is not a sufficient condition to “kill” all the undesired states. The spatial overlap between
the eigenmodes must also be taken into account.
By including the additional resonator (located to the right of the main array in Fig. 3(a)) and carefully engineering the interaction between the reservoir and the main array, the fundamental mode indeed has the highest
quality factor as evidenced by Fig. 3(b), which indicates that it will lase first as the pump power increases. This is
in contrast to the spectrum of the isolated array that shows that all modes will have the same lasing threshold.
Thus based on our linear analysis, we indeed anticipate that our proposed structure will result in single mode
operation within certain range of applied gain values. Interestingly, we also note that though the linear analysis
indicates that the system will function as expected, the reservoir does not leave fundamental mode completely
intact but rather shifts its complex eigenfrequency. This can be understood by noting that our recipe as described
in Fig. 2 neglects off-resonant interactions18 which is responsible for this shift. However, this is a smaller effect
compared to the resonant coupling and thus does not affect the effectiveness of our approach. It important to note
that the non-Hermitian engineering with additional loss in the reservoir only slightly perturbs the phase coherence of al in the fundamental mode, with a maximum phase deviation 0.02π .
Before we move to the next example, we note that normalized value ω1 =  −2.8 in the rotating frame means
real value ω1 =  ωo −  2.8κ in the nonrotating frame. Similar argument applies to all of the following discussions.

Example II: 4 × 4 laser array.

Having demonstrated our technique for a laser array that consists of nine
elements, we now show that this method can be also applied to even larger systems by considering a 4 ×  4 laser
array. In this case, there are sixteen different eigenmodes, of which only nine are distinct (see supplementary
material) and we find that a reservoir that consists of eight optical resonators is sufficient to suppress the higher
order modes. By following the aforementioned procedure as described in Fig. 2, we obtain the structure shown
in Fig. 4. Here, the optical loss coefficient is assumed to be γ = 0.1 for the main laser array and γR = 0.8 for the
reservoir chains.
Similar to the previous scenario of nine elements array, here the eigenvalue distribution (not shown) also
indicates that the fundamental mode exhibits the highest quality factor and thus will start to lase before any other
mode as gain is applied.
An interesting observation here is that neither the structure of the reservoir nor its coupling profile to the
main array are unique. In particular, due to the degeneracy of the main array, several different combinations
for the reservoir chains can be obtained. Furthermore, for each reservoir structure, the coupling profile can be
engineered in different fashions. For example in Fig. 4, the reservoir chains are assumed to be parallel to the
main laser array with a uniform coupling coefficient κ and κw. Alternatively, one could connect the chain in a
number of different ways or even use similar layout but with different coupling coefficients. Obviously this is
an optimization problem with the optimal design defined by maximizing the single mode operation regime.
Throughout this work, the optimized designs were obtained by using the initial results of Householder and SUSY

Scientific Reports | 6:33253 | DOI: 10.1038/srep33253

4

www.nature.com/scientificreports/

Figure 4. Schematic representation of a 4 × 4 laser array (red cavities) coupled to a reservoir consisting
of eight resonators (blue cavities). The optical losses of the laser cavities and the reservoir are assumed to be
γ =  0.1 and γR = 0.8, respectively. The normalized optical frequencies in the rotating frame are shown in the
figure. The coupling profile of the reservoir and its interaction with the main array is also described in the same
figure.

transformation in conjunction with trial and error parameter scanning. Employing specialized optimization algorithms is expected to yield devices with better performance and is a topic that we explore elsewhere.

Bosonic-inspired two dimensional laser arrays

In the previous examples of uniform square arrays, we have seen how the spectral degeneracy led to a simplified
reservoir design with less optical resonators than those would have been needed in the absence of degeneracy. In
these square uniform arrays, the multiplicity of the eigenvalues is a direct outcome of the spatial symmetry. In
particular, the system exhibits a point symmetry group called D 4 that characterize its spectral feature.
Here we explore a different type of square arrays that do not have uniform coupling across the structure: the so
called Jx arrays. These interesting configurations have been discovered in the context of spin networks26 and later
mapped to optical waveguides platforms27. While their behavior can be explained by using the angular momentum algebra, it was shown recently that their spectra and dynamics can be also understood by using bosonic
algebra28. While the two different approaches (spin and bosonic algebras) for investigating Jx arrays are formally
equivalent, the second picture proved more useful in building higher order networks that inherit most of the
properties associated with the 1D Jx array29.
The most pertinent feature of 1D Jx arrays in our context is their equidistant ladder of eigenvalues. Due to this
property, a 2D discrete structure formed by taking the tensor product of two, 1D Jx array will possess additional
accidental degeneracies beyond those arising from spatial symmetries for N > 3. As we show in the supplementary material, the number of distinct eigenvalues in an N ×  N bosonic array is given by 2N − 1. Thus for example,
while a uniform 4 × 4 structure has nine different eigenvalues, its counterpart Jx array will have only 7 different
eigenvalues. This in turn can lead to a further simplification of the reservoir design. We verify this observation for
a 4 × 4 bosonic laser array as shown in Fig. 5. Similar to the 3 × 3 case, here we find that adding an extra resonator
can enhance the single mode performance and we thus end up with 7 optical cavities in the reservoir instead of 6.
The eigenvalue distribution of the structure shown in Fig. 5 reveals that in this case also only one mode will
start to lase as gain is applied.
Again, similar to our previous discussion, there is more than one way of engineering the reservoir and its coupling
to the main array. An optimal design thus requires carrying out optimization analysis which we consider elsewhere.
We note that building 2D bosonic arrays similar to those discussed here is not fundamentally different from
building uniform arrays. In the former, the separation between the resonators has to be carefully adjusted in order
to produce the desired coupling profile which has been shown to be possible in 1D27.
Finally, it would be of interest to compare the far field emission pattern from J x and uniform laser arrays. However,
this comparison cannot be carried out based on coupled mode analysis or laser rate equations, instead one has to consider a particular implementation and use full wave analysis which we plan to investigate in subsequent publication.

Emission dynamics

So far, we have investigate the single mode behavior of the engineered laser arrays near lasing threshold where
the system can be treated by using linear coupled mode theory. However, laser dynamics above threshold are
intrinsically nonlinear12,30 and the lasing emission in this regime cannot be deduced from the linear analysis. Here
we explore the nonlinear behavior of the laser structures proposed in this work in order to demonstrate that the
single transverse mode emission persists in the existence of nonlinearity and quantify the range of single mode
operation as a function of the applied gain. While different models for laser nonlinearities do exist, here we consider a scenario where the carrier dynamics are very fast and can be integrated out of the laser rate equations. We
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Figure 5. A schematic representation of a 4 × 4 bosonic Jx laser array (red cavities) interacting with a
reservoir made of seven resonators (blue). The normalized frequencies and coupling coefficients are depicted
in the figure. Note that the coupling profile of the main array is no longer uniform. Here, the optical loss
coefficients of the optical resonators associated with the laser array and the reservoir are assumed to be γ =  0.1
and γR =  0.4, respectively.
thus consider a system of equations similar to (1) except that the linear gain coefficient is replaced by a nonlinear
gain saturation term:
i

dam , n
dt



ig
a
= ωmn − iγ +
m ,n +
2
1 + α am , n 


′ ′

∑ k mm,n,n am′,n ′

m′, n ′

(3)

where α is the gain saturation coefficient. For the reservoir resonators, the coefficient γ is replaced by γR and no
gain is applied. To illustrate the nonlinear emission dynamics, we consider example of 3 × 3 laser array depicted
in Fig. 3. By integrate equation (3) for that specific structure starting from random noise, we obtain the temporal
evolution of the field intensities inside each resonator in the laser array as shown in Fig. 6. In this simulation, the
gain coefficient was assumed to be g = 0.4 and the gain saturation coefficient was taken to be α =  1.0.
In order to confirm that lasing mode is indeed the fundamental state with all the optical fields in different
resonators oscillating in phase, we have also checked the phase dynamics (not shown here) of the field amplitudes
and we observed in-phase oscillations with very small differences between the phases of the individual elements,
which is consistent with the eigenmode analysis we have discussed in Sec. 2.1. This feature is crucial in order
to ensure that light emitted from different cavities will add constructively at the center of the far field emission
plane. This in turn results in a far field bright spot that has an intensity proportional to the square of the number
of elements in the array, i.e. ~N4. In practice however, due to the unequal amplitude distribution between the
resonators (see Fig. 6), the intensity of bright spot will be less than N4.
Our time-dependent simulations show that the single mode operation persists even when the gain is increased
to more than two times its threshold value. To confirm these results, we use techniques similar to those employed
in the Stead-state Ab-initio Laser Theory (SALT)31,32 to calculate the steady state solutions which indeed confirms
that the single mode operation extend in the range 0.18 ≤  g ≤ 0.5. Interestingly, that range can be even significantly extended if the extra resonator on the right is removed and one of the coupling coefficients between the
reservoir chain at the bottom is changed to κ =  −1. While negative coupling is not common in microring and
microdisk platforms, it can be engineered in photonic crystal cavities33,34. We also note that if we had chosen
to pump the laser array as well as the reservoir, we find a much narrower range of single mode operating, i.e.,
0.16 ≤  g ≤ 0.32. This optimization process would correspond to the last step in the flowchart shown in Fig. 2. We
have also carried out similar simulations for the case of 4 × 4 arrays and Bosonic 4 × 4 and we have observed
single mode operation for different range of the gain coefficient 0.13 ≤  g ≤ 0.25 and 0.13 ≤  g ≤  1.4, respectively.

Discussion and concluding remarks

In this work we have proposed a new approach for building single mode two dimensional laser arrays based on
engineering a discrete reservoir whose functionality is to suppress higher order lasing modes while leaving the
fundamental mode almost intact. Our approach builds on our recent work for one dimensional laser arrays18
except that here we cannot use discrete supersymmetry directly. Instead we first apply the Householder algorithm
to laser array in order to generate an isospectral 1D discrete structure which can be then used in conjunction with
supersymmetry to achieve single mode operation. Using the linear analysis at lasing threshold, we have shown
that this technique indeed predicts single mode emission for 3 × 3 and 4 × 4 uniform arrays. We also demonstrated that using a special type of non-uniform arrays whose properties are derived by using bosonic algebra
can result in a higher dimensional degenerate landscapes which in turn can lead to a simplified reservoir design.
Additionally, we have confirmed the single mode operation of the proposed laser structures and studied their
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Figure 6. Nonlinear dynamics of optical intensities in the 3 × 3 laser array shown in Fig. 3 with the discrete
reservoir taken into account. Here we also depict the temporal snapshots of the lasing pattern am , n 2 at
different times where steady state single mode emission can be observed after a transient period.
nonlinear dynamics under gain saturation for arbitrary initial conditions as noise. Our numerical investigations
shows that a reasonable range of single mode operation is achievable in the 3 × 3 and 4 ×  4 arrays.
While the approach proposed in this work can be applied in principle to any laser array system (microrings,
microdisks, VCSELs or photonic crystals), general considerations must be taken into account during implementation. In particular, in order for the proposed structures to function as intended, the coupling coefficients
between the different elements of the main array should be large compared to the bandwidth enhancement factor.
Otherwise, the nonlinear evolution of the system can still result in chaotic emission. Another practical advantage
for operating in the strong coupling regime is fabrication tolerances in the following sense. All the parameters of
the auxiliary array (the reservoir) in the previous examples including the frequency detuning from ωo (the resonant frequency of the cavities in the main array) are calculated in terms of some coupling coefficient which was
taken to be unity. If this coupling coefficient is very small compared to ωo, it will require a very high fabrication
precession in order to implement the new resonators with these small detuning values. On the other hand, if say
κ/ωo∈10−3, 10−2, we can roughly estimate that for an optical cavity with a characteristic length scale (radius of
microring cavity for example) of 10 μm, the necessary change in the cavity dimension to produce the required
frequency detuning will be of in the range between 10–100 nm which can be achieved by using today’s fabrication
techniques. We note that the above discussion implies a coupling factors in the order of 0.1–1 THz which has
been already observed experimentally in transversely coupled VCSELs35,36 and in photonic crystal platforms37.
Alternatively, electric biasing can be used to fine-tune the resonators eigenfrequencies to their desired values38.
Furthermore we note that the non-uniformity in the physical parameters (resonant frequencies, coupling coefficients, etc.) due to limited fabrication precision can be an important factor in determining the device performance. In our previous study of 1D SUSY laser arrays18, we have shown that even with 10% disorder, single mode
operation can be still achieved. We have confirmed here also that in the 2D case, single mode operation can be
still obtained for different realizations with 10% disorder in design parameters. Finally we comment on the scalability of our approach. For any N ×  N square array (uniform or bosonic), the total number of resonators is N2
but the number of resonators on the four edges is 4N−4. In the case of uniform arrays, despite the fact that the
number of supermodes having distinct eigenvalues scales as ~N2/2 for large N (see section B of the supplementary
material), these modes can be still accessed and influenced by the reservoir since they are extended all over the
array with finite intensity contribution at the edge elements. In the case of bosonic array, the number of modes
with different eigenfrequencies scales as 2N and can be also accessed via the edge resonators. However it is important to note that for large N, disorder induced localization can render some of the modes inaccessible through the
edge cavities- a limitation that persists in all systems consisting of large number of coupled oscillators. It is thus
clear that this current work presents several opportunities as well as challenges that merit more theoretical and
experimental investigations which we plan to carry elsewhere.
Scientific Reports | 6:33253 | DOI: 10.1038/srep33253
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Methods

Our numerical analysis for the linear eigenvalue problem of laser arrays at threshold was carried out by using
standard eigenvalue solver. The dynamics of laser arrays were obtained by solving the nonlinear rate equations
using the RK4 algorithm.

References

1. Tatum, J. A. Evolution of VCSELs, Proc. SPIE 9001, 90010C-1–90010C-9 (2014).
2. Fryslie, Stewart T. M. & Choquette, K. D. Breakthroughs in Photonics 2014: Coherent Vertical-Cavity Surface-Emitting Laser
Arrays. IEEE Photonics Journal 7, doi: 10.1109/JPHOT.2015.2411221 (2015).
3. Marciante, J. R. & Agrawal, G. P. Nonlinear mechanisms of filamentation in broad-area semiconductor lasers. IEEE Journal of
Quantum Electronics 32, 590–596 (1996).
4. Cheng, D.-L., Liu, E.-C. & Yen, T.-C. Single Transverse Mode Operation of a Self-Seeded Commercial Multimode VCSEL. IEEE
Photonics Technol. Lett. 16, 278–280 (2002).
5. Marino, F., Barland, S. & Balle, S. Single-mode operation and transverse-mode control in VCSELs induced by frequency-selective
feedback. IEEE Photonics Technol. Lett. 15, 789–791 (2003).
6. Hsu, C. P., Yen, T. C., Cheng, D. L. & Kuo, W. C. Multimode Suppression of a Vertical-CavitySurface-Emitting Laser by a SingleMode Fiber Cavity. IEEE Photonics Technol. Lett. 22, 233–235 (2010).
7. Chembo, Y. K., Mandre, S. K., Fischer, I., Elsässer, W. & Colet, P. Controlling the emission properties of multimode vertical-cavity
surface-emitting lasers via polarization- and frequency-selective feedback. Phys Rev. A. 79, 013817–10 (2009).
8. Carroll, J. E., Whiteaway, J. E. A. & Plumb, R. G. S. Distributed Feedback Semiconductor Lasers (The Institution of Engineering and
Technology, 1998).
9. Shang, L., Liu, L. & Xu, L. Single-frequency coupled asymmetric microcavity laser. Opt. Lett. 33, 1150–1152 (2008).
10. Feng, L., Wong, Z. J., Ma, R., Wang, Y. & Zhang, X. Single-mode laser by parity-time symmetry breaking. Science 346, 972–975
(2014).
11. Hodaei, H., Miri, M. A., Heinrich, M., Christodoulides, D. N. & Khajavikhan, M. Parity-time–symmetric microring lasers. Science
346, 975–978 (2014).
12. Wang, S. S. & Winful, H. G. Dynamics of phase‐locked semiconductor laser arrays. Appl. Phys. Lett. 52, 1774–1776 (1988).
13. Chumakov, S. M. & Wolf, K. B. Supersymmetry in Helmholtz optics. Phys. Lett. A, 193, 51–53 (1994).
14. Miri, M. A., Heinrich, M., El-Ganainy, R. & Christodoulides, D. N. Supersymmetric optical structures. Phys. Rev. Lett. 110, 233902-1
233902–5 (2013).
15. Heinrich, M. et al. Supersymmetric mode converters. Nature Communications 5, 3698 1–5 (2014).
16. Longhi, S. Bloch oscillations in tight-binding lattices with defects. Phys Rev. A. 81, 195118-1 195118–6 (2010).
17. Teimourpour, M. H., Christodoulides, D. N. & El-Ganainy, R. Optical revivals in nonuniform supersymmetric photonic arrays. Opt.
Lett. 41, 372–375 (2016).
18. El-Ganainy, R., Ge, L., Khajavikhan, M. & Christodoulides, D. N. Supersymmetric laser arrays. Phys. Rev. A 92, 033818-1–033818-9
(2015).
19. Householder, A. S. Unitary Triangularization of a Nonsymmetric Matrix. Journal of the ACM 5, 339–342 (1958).
20. Messiah, A. Quantum mechanics. 98–106 (Amsterdam: North-Holland Publishing Company, 1967).
21. Hassan, A. U., Hodaei, H., Miri, M. A., Khajavikhan, M. & Christodoulides, D. N. Nonlinear reversal of the PT-symmetric phase
transition in a system of coupled semiconductor microring resonators. Phys Rev.A. 92, 063807 (2015).
22. Ge, L. & El-Ganainy, R. Nonlinear modal interactions in parity-time (PT) symmetric lasers. Sci. Rep. 6, 24889 (2016).
23. Yu, S., Piao, X., Hong, J. & Park, N. Interdimensional optical isospectrality inspired by graph networks. Optica, 3, 836 (2016).
24. Liew, S. F., Ge, L., Redding, B., Solomon, G. S. & Cao H. Pump-controlled modal interactions in microdisk lasers. Phys. Rev. A 91,
043828-1 043828–9 (2015).
25. Aung, N. L., Ge, L., Malik, O., Türeci, H. E. & Gmachl, C. F. Threshold current reduction and directional emission of deformed
microdisk lasers via spatially selective electrical pumping. Appl. Phys. Lett. 107, 151106-1 151106–5 (2015).
26. Christandl, M., Datta, N., Ekert, A. & Landahl, A. J. Perfect State Transfer in Quantum Spin Networks. Phys. Rev. Lett. 92, 187902-1
187902–4 (2004).
27. Perez-Leija, A. P. et al. Coherent quantum transport in photonic lattices,” Phys. Rev. A 87, 012309-1 012309–8 (2013).
28. El-Ganainy, R., Eisfeld, A., Levy, M. & Christodoulides, D. N. On-chip non-reciprocal optical devices based on quantum inspired
photonic lattices. App. Phys. Lett. 103, 161105-1 161105–3 (2013).
29. Teimourpour, M. H., El-Ganainy, R., Eisfeld, A., Szameit, A. & Christodoulides, D. N., Light transport in PT -invariant photonic
structures with hidden symmetries. Phys Rev. A. 90, 053817-1 053817–6 (2014).
30. Siegman, A. E. Lasers. (University Science Books, 1986).
31. Tureci, H. E., Ge, L., Rotter, S. & Stone, A. D. Strong interactions in multimode random lasers Science 320, 643–646 (2008).
32. Ge, L., Chong, Y. D. & Stone, A. D. Steady-state ab initio laser theory: Generalizations and analytic results. Phys. Rev. A 82, 063824-1
063824–15 (2010).
33. Caselli, N. et al. Antibonding ground state in photonic crystal molecules. Phys. Rev. B 86, 035133-1 035133–4 (2012).
34. Haddadi, S. et al. Photonic crystal molecules: tailoring the coupling strength and sign. Opt. Express 22, 12359–12368 (2014).
35. Dalir, H. & Koyama, F. 29 GHz directly modulated 980 nm vertical-cavity surface emitting lasers with bow-tie shape transverse
coupled cavity. Appl. Phys. Lett. 103, 091109 (2013).
36. Dalir, H. & Koyama, F. High-speed operation of bow-tie-shaped oxide aperture VCSELs with photon–photon resonance. Appl. Phys.
Express 7, 022102–1 (2014).
37. Majumdar, A. et al. Design and analysis of photonic crystal coupled cavity arrays for quantum simulation. Phys. Rev. B 86, 195312
(2012).
38. Fryslie, S. T. M., Johnson, M. T. & Choquette, K. D. Coherence Tuning in Optically Coupled Phased Vertical Cavity Laser Arrays.
IEEE JOURNAL OF QUANTUM ELECTRONICS. 51, 2600206 (2015).

Acknowledgements

R.E. acknowledge support under NSF Grant No. ECCS-1545804 and support from Henes Center for Quantum
Phenomena at Michigan Technological University. L.G. acknowledges support under PSC-CUNY Grant No.
68698-0046 and NSF Grant No. DMR-1506987.

Author Contributions

R.E. and M.H.T. conceived the idea, M.H.T. and L.G. carried out the analysis, R.E. and D.N.C. provided
theoretical support, all authors discussed the results and wrote the manuscript.

Scientific Reports | 6:33253 | DOI: 10.1038/srep33253

8

www.nature.com/scientificreports/

Additional Information

Supplementary information accompanies this paper at http://www.nature.com/srep
Competing financial interests: The authors declare no competing financial interests.
How to cite this article: Teimourpour, M. H. et al. Non-Hermitian engineering of single mode two dimensional
laser arrays. Sci. Rep. 6, 33253; doi: 10.1038/srep33253 (2016).
This work is licensed under a Creative Commons Attribution 4.0 International License. The images
or other third party material in this article are included in the article’s Creative Commons license,
unless indicated otherwise in the credit line; if the material is not included under the Creative Commons license,
users will need to obtain permission from the license holder to reproduce the material. To view a copy of this
license, visit http://creativecommons.org/licenses/by/4.0/
© The Author(s) 2016

Scientific Reports | 6:33253 | DOI: 10.1038/srep33253

9

